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SEE SHEET 2
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HOLMES ST - PHASE ONE

PROJECT NOTES:

POSTED SPEED LIMIT:

NORTH OF EL CAMINITO = 35 MPH

SOUTH OF EL CAMINITO =40 MPH

TAPER = 245

*CAUTION: OVERHEAD WIRES IN AREA OF WORK*

CONTRACTOR SHALL ASSIST PEDESTRIANS CROSSING THE STREET AND PROVIDE A SAFE ROUTE THAT REPLICATE, TO THE MAXIMUM EXTENT POSSIBLE, THE CHARACTERISTICS OF THE EXISTING PATHWAY
CONTRACTOR SHALL PLACE PRIVACY FABRIC ON THE INBOARD, OR PRIVATE, SIDE OF THE CONSTRUCTION FENCE

NO CHANGES OR DEVIATION FROM THE APPROVED DETAILED TRAFFIC PLAN SHALL BE MADE EXCEPT TEMPORARY CHANGES IN EMERGENCY SITUATIONS

THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE CITY TRAFFIC ENGINEER OF OCCURRENCES THAT NECESSITATE MODIFICATIONS OF THE APPROVED TRAFFIC CONTROL PLAN

TRAFFIC SIGNS, FLASHING LIGHTS, BARRICADES, AND OTHER TRAFFIC CONTROL DEVICES USED SHALL CONFORM TO THE REQUIREMENTS OF CA2014 MUTCD

WORKING HOURS ON HOLMES ST. ARE 7:00 AM TO 3:30 PM DAILY.

WHEN A WORK AREA ENCROACHES UPON A SIDEWALK, SPECIAL CONSIDERATIONS MUST BE GIVEN TO PEDESTRIANS AND BICYCLISTS

BARRICADES AND SIGNS SHOULD BE PROVIDED AT CROSSWALKS TO GUIDE PEDESTRIANS

KEEP ALL TRAFFIC AND DETOUR SIGNAGE CLEAN AT ALL TIMES, INSPECT SIGNAGE DAILY TO ASSURE THAT ANY MISSING SIGNS ARE REPLACED IMMEDIATELY

INFORM THE CITY INSPECTOR WITH ANY TRAFFIC CHANGES REQUIRED BY THE PROJECT

EXCEPT ON A STREET TEMPORARILY CLOSED AS PART OF THE PROJECT, ON ANY PUBLIC STREET IMPACTED BY WORK, A MINIMUM OF ONE PAVED TRAFFIC LANE, NOT LESS THAN 11-FOOT WIDE SHALL BE OPEN FOR USE BY PUBLIC TRAFFIC IN EACH DIRECTION OF TRAVEL,
EXCEPT THAT A SINGLE PAVED 11-FOOT PAVED LANE MAY BE USED WITH FLAGMEN FOR SHORT LENGTHS OF ROADWAY FOR SHORT PERIODS OF TIME WHEN SPECIFICALLY AUTHORIZED BY THE ENGINEER

CONTRACTOR SHALL NOTIFY ALL OWNERS OR OCCUPANTS OF PROPERTY ADJACENT TO ANY STREET ON WHICH TEMPORARY PARKING RESTRICTIONS WILL BE IMPOSED 72 HOURS IN ADVANCE OF THE TEMPORARY RESTRICTIONS PERIOD

ELECTRONIC MESSAGE BOARD TO BE PLACED 2 WEEKS IN ADVANCE OF CONSTRUCTION AT BOTH ENDS OF THE PROJECT LIMITS
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